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Product Info. Notebooks and Accessories / PCMCIA Accessories / Acctom PCMCIA Ethernet. FE2500 - 
Mecer Pcmcia 32BIT 10/100T (cardbus) Features. PCMCIA Card-Bus standard compliant. 32-bit bus- 
mastering data transfer 10Mbps or 100Mbps 
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... Windows 95/ 98,Windows NT/2000/XP, Windows for Workgroup 3.1 1 ... Operating Temperature : 
32-1 40°F (0-60°C) Operating Humidity:10-95% (Non-condensing) Certification : FCC Class ... 
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Business Solutions. Latest News. Products. Firewall and VPN- WLAN & HotSpots- Access Servers- 
Managed Switches- NICs and Accessories- Print Servers- ... with credit card size PCMCIA Fast Ethernet 
adapter . This is designed for Type II ... Operating Temperature : 32~140°F (0-60°C) Operating 
Humidity:10-95% (Non-condensing) ... 
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Arise Industrial Single Board Computer, DX-4000 

... 64MB (EDO or DRAM) Ethernet Controller. REALTEK RTL8029 (10Base-T & AUI) ... Temperature. 
Operating: 0~60°C. Storage -40~75°C. Humidity: 10%-95% (non-condensing) ... 
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Lanworks Store 

... DOS, Windows 95/ 98, Windows NT/2000/XP, Windows for Workgroup 3.1 1 , Netware Server ... 
Operating Temperature: 32-1 40°F (0-60°C) Operating Humidity: 10-95% (Non-condensing) ... 
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SBC8281 0 [Adobe PDF] 

... 150 supported with RAID supported. Dual Ethernet as Fast Ethernet and Gigabit option ... 
Temperature. 0-60°C, operation. Operation Humidity 10% ~ 95% relative humidity, non-condensing ... 
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SBC83680 [Adobe PDF] 

... 10/100Base-T Ethernet. AC'97 Audio codec ... Operation Humidity. 10% ~ 95% relative humidity, non- 
condensing ... under Windows® 98/ME/2000, D1 and D2 up to ... 
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Newegg.com - A great place to buy computers, computer parts, electronics, software, accessories, and 
DVDs online. With great prices, fast shipping, and top-rated customer service - once you know, you 
Newegg. ... 10-95% (Non-condensing) Interface: 32bit CardBus. Operating Systems Supported: DOS, 
Windows 95/ 98,Windows NT/2000/XP ... Temperature: 32-1 40°F (0-60°C ... 




http://www.al!thewebxom/search?cat^ 6/7/05 



t , ^AlltheWeb.com: Web results for ""ethernet" "non-condensing" "temperature" " 10-95" "0-... Page 2 of 2 



more hits irom: htip://wvmr:eweggxorn/app/ViewPrcduct.asp? 
submit=^OWSE&manufacl«y=1924«5EPA=1 - 121 KB 

SBC83680 [Adobe PDF] 

... SBC83680 with onboard Pill 500MHz. CPU, CRT/LCD, Ethernet and Audio ... 98/ME/2000, D1 and D2 
up to ... Operation Humidity. 10% - 95% relative humidity, non -condensing ... 
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